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Art. 614 – Instrument Holder INAIL 

 

 
DESCRIPTION 

 
The INAIL tool-holder for thermal power plant, allows to group in a 
compact way a series of devices whose use is mandatory for the control 
and safety of thermal power plants with a capacity greater than 35kW. 
The tool-holder socket is made of galvanized steel and equipped with: 

• safety thermostat; 
• safety pressure switch; 
• pressure gauge with tap and curl; 
• thermometer; 
• 1/2 "socket for fuel shut-off valve; 
• 1/2 "INAIL control well; 
• 1/2 "INAIL safety valve connection (not supplied). 

 
MATERIALS 

 
Body:     Galvanized steel 
Shock curl:     Nickel-plated copper  
Fluid of use:    water and glycol solutions 
Max percentage of glycol:   30% 
Max working pressure:   10 bar 
Operating temperature range:   0-110 ° C  
 
 
For the list of materials of the various accessory products, consult the 
relative technical data sheets available on the website www.icmaspa.it. 
 

 
PRODUCTS 

 

 
 
  
 
 
 
 
 
 
 

 

PART SELL CODE SIZE INSTRUMENT HOLDER 
PART CODE 

90614AH09 1”1/2 09614AH06 

90614AJ09 2” 09614AJ06 

90614AK09 2”1/2 09614AK06 

90614AL09 3” 09614AL06 

90614AN09 4” 09614AN06 

http://www.icmaspa.it/
mailto:sales@icmaspa.it
http://www.icmaspa.it/


 
 
 
 

  

TECHNICAL DATA SHEET 04/2018 - ENG 

ICMA S.p.a. via Garavaglia, 4   20012 Cuggiono (MI) – ITALIA 
 Tel. +39 02 97249134 / +39 02 97249135 
www.icmaspa.it e-mail: sales@icmaspa.it 
 pag. 2 

Art. 614 – Instrument Holder INAIL 

 
COMPONENTS  

 

 
DIMENSIONS 
 

90614AH06 
 

 

CODE SIZE   PART DESCRIPTION Q. TY 

SEE TABLE ---- Instrument holder in galvanized steel 1 

9061209053 ---- Immersion safety thermostat with fixed calibration 
 

1 

90603AB53 1/4” Manual reset pressure switch 1,4 / 4,6 bar 16A/250V IP40 1 

91255AD06 1/2” Radial connection pressure gauge Ø80   0-6 ATM. 1 

90159AD05 1/2” Sample manometer holder tap ISPESL a tre vie PN16 1 

90153AD06 1/2” M and F nickel-plated revolving barrel holder PN25 1 

872060120 ---- Thermometer 0-120°C 1 

87207AC05 3/8” Thermometer holder 1 

81502LA06 3/8” – 1/2” Fitting  F 3/8” -  M 1/2” 1 

09614AB05 1/4” Fitting  M 1/4” – M 1/4” 1 

03250AB26 1/4” Cap with O-Ring G1/4” 1 
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09614AJ06 

 

 
 

09614AK06 
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09614AL06 

 

 
 

09614AN06 
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