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ART. 883-884-896-897 
DOUBLE PIPE DISTRIBUTORS FOR PANEL 
RADIATORS 

   
DESCRIPTION  

  
Double pipe distributors have EUROCONUS and G1/2" connections to the panel radiators and are available in both angle 
and straight versions. The connection to the radiator is done by an adjustable nut in case of radiators with EUROCONUS 
connection (articles 883 and 896), while in case of radiators with G1/2" female connections (articles 884 and 897) the 
connection is possible by an adaptor included in the article kit. 

 
ARTICLE  

 

        
 

        
 

PRODUCTS  
  
 

 
 
 
 
 

TECHNICAL FEATURES  
  
 
 
 
 
 

 LOCKSHIELD REGULATION  
  

If you wish to exclude one radiator from the system or if you 
need to balance the circuit by the use of lockshields, please 
follow the operations here below: 
 
1) unscrew the brass cap with a 21 mm wrench 
2) regulate the opening/closing of the lockshield with 

a 6 mm hex allen wrench. 
3) screw the protecting cap. 
 

ART  897 

ART  883 ART  884 

ART  896 

Article Type Size  
883 Angle ¾” EUROCONUS 
884 Angle G1/2” 
896 Straight ¾” EUROCONUS 
884 Straight G1/2” 
 

Adaptor for articles 884 and 
897 (included in the article kit) 

Performances   Materials 
Maximum pressure: 10 bar Body and Nut: Brass CW 617 N - UNI EN 12165 
Maximum Temperature: 95°C Remaining parts: Brass CW 617 N - UNI EN 12164 
Working fluid: water O-ring: EPDM Perox 

 

6 MM HEX ALLEN 
WRENCH 

BRASS CAP 
21 MM WRENCH 

ART. 884 ART. 883 

ART. 896 ART. 897 
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ART. 883-884-896-897 
DOUBLE PIPE DISTRIBUTORS FOR PANEL 
RADIATORS 

 
DIMENSIONS 

 

      
 

      
 
 HYDRAULIC FEATURES 
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