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Description

Use

Dosage

Polyfunctional synthetic polymer based fluxing agent. Dark brown liquid, 
soluble in water, totally chloride-free, harmless on metal reinforcement and 
equipment. It does not substantially modify the concrete setting time and it is 
compliant with standard UNI EN 934-2:2009 and UNI EN 934-3:2009.

Used during the preparation of concrete to obtain the following results: 
considerable workability, to make wet-consistency concrete (2 - 4 cm slump) self-
levelling (slump higher than 20 cm), excellent cohesion, no disgregation, low or 
void levels of bleeding; concrete with a low water/cement ratio can therefore 
be used for small size high reinforced structures too thus minimising vibration 
operations; high mechanical resistance, increased impermeability and durability. 
A normal dosage allows producing very compact concrete with high durability 
and high resistance against chemical etching of aggressive agents (e.g. sulphates, seawater, acid rain, defrosting salts, 
aggressive atmospheres, etc.).
Better quality fair-face; no air pockets in surface cavities; higher reliability concrete; more homogeneous concrete with 
uniform quality casting thanks to easy compaction and absence of gravel lumps. Lower shrinkage, lower cost concrete; 
laying times and vibration operation reduced, also in high reinforced structures; better adherence of concrete on 
reinforcing rods; easy pumping.

The additive can be added to the concrete mix ready-to-use or to the mixing water. To obtain a homogeneous mix, stir 
for 5 minutes. Promptly lay the fluid concrete obtained.
After long storage, concrete must be well mixed before use.
Recommended dosage of additive is between 0,40 % and 1,50 % of the cement weight according to de fluxing effect 
you wish to obtain. 
Carry out preliminary tests before use. 

Caracteristics

Aspect: Liquid

Colour: dark-brown

Density at 20°C: 1,17 g/cm3

pH: 9

Miscibility in watear: in all ratios

Working temperature: from +1°C

Dry residual: 40 %

Storage

Warning

Package

Sensitive to frost; keep at a temperature above 5 °C. Product stored in closed containers remains stable for 9 months. 
Do not expose to sunrays. 

In case of freeze, heat the product up to at least 20 °C and stir it before use. Clean equipment used in contact with 
POLIFLUID with water. 

10 Lt. plastic jerry cans.


