
Icma SpA - Via Garavaglia, 4 - 20012 Cuggiono (MI) ITALIA
Tel: +39 02 97249134 - +39 02 97249135
www.icmaspa.it - sales@icmaspa.it

Pag.1

CONDITIONING
FITTINGS

SERIES 620 TECHNICAL DATA SHEET 03/2018 - ENG

The fittings are designed to be installed on both civil and industrial refrigeration and air conditioning systems.

- Molded fittings: 			   Brass CW617N - UNI 12165
- Turned fittings: 			   Brass CW614N - UNI 12164
- Junctions: 				    Copper CU-DHP - EN12735-1
- Max working pressure: 		  45 bar
- Operating temperature: 		  -40 ° C to 150 ° C

Use

Materials

Dimensions
ART.620 - FITTING FOR PIPE UNION

ART.621 - REDUCED FITTING FOR PIPE UNION

ART.622 - BLIND FITTING (CAP)

ART.623 - COPPER JUNCTION

CODE SIZE

81623AB05 1/4”

81623AC05 3/8”

81623AD05 1/2”

81623AI05 5/8”

81623AE05 3/4”

The sealing system between the end is a male fitting and the copper tube causes an appropriate flaring of the end 
of the latter, known as the tube’s labeling.

Operating

CH

L

CODE THREAD
SAE

L
mm

Ø Tube
mm

Ø Tube
in CH

81620AB05 1/4” 15,6 6 1/4 17

81620AC05 3/8” 18 - 3/8 22

81620AD05 1/2” 20,7 - 1/2 24

81620AI05 5/8” 22,8 16 5/8 27

81620AE05 3/4” 28,8 19 3/4 33

L

CH

CODE THREAD
SAE

L
mm

Ø Tube
mm

Ø Tube
in CH

81621ABAC05 1/4” - 3/8” 18 6 1/4 22

81621ACAD05 3/8” - 1/2” 19,4 - 3/8 24

L

CH

CODE THREAD
SAE

L
mm

Ø Tube
mm

Ø Tube
in CH

81622AB05 1/4” 12 6 1/4 17

81622AC05 3/8” 15,5 - 3/8 22

81622AD05 1/2” 17,8 - 1/2 24

81622AI05 5/8” 18 16 5/8 27
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ART.624 - SEALING CAP

ART.625 - DOUBLE STRAIGHT FITTING

CODE SIZE

81624AB05 1/4”

81624AC05 3/8”

81624AD05 1/2”

81624AI05 5/8”

81624AE05 3/4”

ART.626 - REDUCED STRAIGHT FITTING

ART.627 - STRAIGHT FITTING M-F

CH

L

CODE THREAD
SAE

L
mm CH

81625AB05 1/4” 30 12

81625AC05 3/8” 38 17

81625AD05 1/2” 40 20

81625AI05 5/8” 54 23

81625AE05 3/4” 60 27

L

CH

CODE THREAD
SAE

L
mm CH

81626ABAC05 1/4” - 3/8” 35,05 17

81626ABAD05 1/4” - 1/2” 39,75 20

81626ABAI05 1/4” - 5/8” 44,25 23

81626ACAD05 3/8” - 1/2” 42,8 20

81626ACAI05 3/8” - 5/8” 43,7 23

81626ADAI05 1/2” - 5/8” 53,5 27

81626ADAE05 1/2” - 3/4” 50,5 23

81626AIAE05 5/8” - 3/4” 57 27

CH

L

CODE THREAD
SAE

L
mm CH

81627ABAC05 1/4”M - 3/8”F 30,5 22

81627ACAD05 3/8”M - 1/2”F 36,4 24

81627ADAC05 1/2”M - 3/8”F 37,2 22
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ART.628 - DOUBLE ANGLED FITTING

CODE SIZE A B

81628AB05 1/4” 24,5 24,5

81628AC05 3/8” 29,5 29,5

81628AD05 1/2” 32,5 32,5

81628AI05 5/8” 36 36

81628AE05 3/4” 42,5 42,5

ART.629 - “T” FITTING

CODE SIZE A B

81629AB05 1/4” 23 46

81629AC05 3/8” 29 58

81629AD05 1/2” 31,5 63

81629AE05 3/4” 41,5 83


