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J Function

Full bore ball valve with revolving connection, red/blue coated alloy handle, flat seat pipe e £ |y
. . . . . o 4
junction, duoble o-ring anti-explosion command rod. i
Suitable for water in heating/cooling systems. Z (Pnao
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P.N. DESCRIPTION MATERIALS
1 BODY CW617N - UNIEN 12165
2 SEAT GASKET PTFE
3 SPHERE CW617N - UNIEN 12165 - CHROMED PLATED
4 COMMAND ROD CW617N - UNIEN 12165
5 O-RING NBR
5b O-RING VITON
6 HANDLE RED/BLUE COATED ALLOY
7 NUT ZINC PLATED STEEL
8 SLEEVE CW617N - UNIEN 12165
9 GASKET EPDM PEROX
10 PIPE JUNCTION CW617N - UNIEN 12165
11 CAP CW617N - UNIEN 12165
12 REVOLVING TERMINAL CONNECTION CW617N - UNIEN 12165
13 SEEGER RING ZINC PLATED STEEL
14 THERMOMETER HOLDER CW617N - UNIEN 12165
15 O-RING EPDM PEROX
16 THERMOMETER COMPOSITE
J Dimensions
1SO 228/1
CODE SIZE PN (bar) DN 1M @2F A B R CH h HANDLE
87226AF11 1" 40 25 1" 1" 102 41 64 46 48 RED
87226AF12 1 40 25 1" 1" 102 41 64 46 48 BLUE

Icma SpA - Via Garavaglia, 4 - 20012 Cuggiono (MI) ITALIA - Tel: +39 02 97249134 - +39 02 97249135 - +39 02 974599
www.icmaspa.it - sales@icmaspa.it



Ball Valve I"mﬂ

226 ST.226.10.22.EN (NC938)

J Field of use

Min. operating temperature: -20°C with 50% glycol solutions
Max operating temperature: 150°C
Max operating pressure at 20°C

1"

bar 40

psi 580

J Pressure loss at 20°C

Ball Valve - Art. 226
PRESSURE DROP DIAGRAM

100000
80000

60000
50000

40000
30000

20000

10000
8000

6000
5000
4000

3000

2000

H 3
1000 ‘ Size Kv m?/h ‘
800 ‘

600
500
400

300

1” 41,4 ‘

PRESSURE DROP (Ap) Pa]
10 Pa=1mm H20

200

80 —

60
50
40
30
20
10

=3 © © 9 oooog =1 8 8 888888 =3 © © 9 o9o9ooo =3 © 9 9 oo9o909

S S 2 9293388 S S 8 888888 S S © © 59990 =1 S © ©556969

M ¥ O ORISR I 2 ¥ R BREKS S S © S 5955660 S S © © o 56989

- = o © © O ©9oO90o0oS <3 © 9O 9© 90 90999

o~ ™M <+ 1 O NOOO (=3 (= oS © O O909o

— o (=3 © O O oQoo

« m ¥ O RD&HO

FLOW RATE(Q) [1h]

Icma SpA - Via Garavaglia, 4 - 20012 Cuggiono (MI) ITALIA - Tel: +39 02 97249134 - +39 02 97249135-+39 02 974599
www.icmaspa.it - sales@icmaspa.it



