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Description

Flat insulating panel in rolls in EPS sintered expanded polystyrene 
foam, CE marked in compliance with UNI EN 13163 standard, 
laminated with a reflective film with a squared framework for
providing 50 mm pitch and multiple circuits and with adhesive
edges to fix the panels.

Suitable for 16-17-20 mm pipe.

Technical performance

Dimensions and packaging

Characteristics
Code 

EN 13163
Technical

regulation
Unit of

measure
88P1142099 88P1143099 88P1144099

Insulating base thickness - - mm. 20 30 40

EPS class - - - 150

Cover film - - - Reflective

Interaxis cross markings - - mm. 50

Thermal conductivity λD EN 12667 W/mK 0,034

Declared thermal
resistance

RD EN 12667 m²K/W 0,55 0,85 1,15

Resistant to compression
at 10% deformation

UNI EN 826 kPa ≥150

Long-term water
absorption by immersion

WL(T)
UNI EN 
12087

% <5

Reaction to fire - EN 13501-1 EUROCLASS F

Dynamic stability at normal 
conditions

-
UNI EN
1603

% ± 0,5

Unit of 
measure

88P1142099 88P1143099 88P1144099

Panel dimensions m 12x1 8x1 6x1

Surface m2 12 8 6

Pieces per bag n° 1 1 1

m2/bag m2 12 8 6


